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Ensuring a bumper crop takes time,
energy, expertise and passion.

Manufacturing a Vredestein gl P
tyre is exactly the same. i " i

i '||I.!I||ilri

Vredestein has been making quality tyres
for more than 100 years. A premium and
respected brand in the tyre industry,
Vredestein specialises in state-of-the-art
agricultural and industrial applications.

All Vredestein tyres are backed by
extensive research and development and
stringent quality control. The Vredestein
Agricultural Range is typified by safety,
durability, practicality and unbeatable
traction.

If you need smart, rugged and reliable
tyres for your agricultural application, you
can trust Vredestein for superb

performance,

Engineered with the farmer in
mind, Vredestein tyres are
your ultimate solution.
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Engineered in the Netherlands, the Vredestein Traxion+ is a premium
combination of superb traction, optimal ride comfort and durability.

MNon-parallel tread lugs ensure

Flexible sidewall construction ensures excellent

aptimal self-cleaning ability. impact absorption and operator comfort.
Large contact surface area ensures reduced Rounded shoulders prevent damage to
soil compaction and minimal rutting. the turf and sensitive crop areas.
Load & Section overall Static Rolling
Speed / Wiath Diamatar Loaded R aclus Circ Recomm
Sire Pattern Type Piy Rating mm)* | (mm)* (mm)* | @mm)* | RimWiith
360/70R24 Traxior+ L 22D | 0 | mo | sas | 3us | wi
440/65R24 Traxiomt L 18D | 440 | TBS 5ra - DAL
380/70R24 Traxiomt TL ED | 30 | mo | 565 | =0 | Wiz
480/EER24 Trxiort TL 2:0 40 | ue0 | 810 | e | DwisL
420/TORZA Traiorrt TL b | 430 | M5 | 5O5 | 375 ! W
G40/EERI4 Trasiont TL uoD | £40 55 | £20 | 3060 DWIEL
_ AAD/RSRZ Traxiomt _JL | =D 440 1285 | 65 W0 | DAL
_ 3A0/TORE Trmiarrt TL @D | o onuEes | &0 | 3005 | W2 £
ABO/ESRIE Traxiomt TL BED | 40 | mE0 | 625 I anzo | DWISL
 AX/TORZE Traxiont T 133D 430 150 640 anss | W
540/65R28 Traxiar T M2 | 540 WD | B60 | 4240 | DWHEL
AB0/TORZE Traxiort TL oD | 425 15 BES | 4240 DWISL
540/E5RI0 Traxiont+ TL 1500 54D uso | 670 400 | DWIEL
480/70R30 Trawiort T _wo | 495 | uwis | 695 | 44D _ DWIEL
£00/TOR30 Traxiont TL D | 60 | 10 | 75 | 450 | DW208
540/E5R34 Traniort TL 5D 540 1580 45 4755 CWIGL
_ 540@5mE |  Tmwer | TL | W7D [ B40 | %WBS | 70 | 5080 | DweL
480/70R33 Traxiort TL wo | 485 | E30 a5 | 5025 DWISL
 GO00/EGRIE Taxort | TL 53D G R . B0 s | DWIEL
£20,/70R3E Traxiomt TL 50D ) 70 815 313 [ CWIGL
EE0/EERIA Traxior+ TL 570 | BED | |3 | B40 [ Bamo | DW20E
5a0/7O0RE2 Trulort TL L1 60 . ®BIO | _Bag | S | DWiBL
TICY70 A5 Traxiont TL mo 730 CEC 70 0 DWZE
 B50/EERdZ Traiart 7L | ®meD | BED FE 200 | 5775 | W 208
£20/70R42 Tmiom JL 66D | 65 | ®ww | 830 | smo | OW208
7I070R4Z Traxiort T | wmo | M0 080 | 840 6140 DWZ3E

 ESOE "Physicel memuramants of Froduct mey be within +/- 2K of what is stated hers
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Engineered in the Netherlands, the Vredestein Traxion 85 is a premium
combination of superb traction, optimal ride comfort and durability.
Manufactured with state-of-the-art technology, the Traxion 85
makes the roughest Australian paddocks feel like a turf farm.

Mon-parallel tread lugs ensure Reinforced bead with extra strengthening
optimal self-cleaning ability. layers ensures optimum stability at high

speeds and on sloping terrains.
Rounded shoulders prevent damage

to e tiff and sensitive cioh aeas. Advanced tread design ensures excellent

traction and unbesatable ride comfort.

Load® | Section Overall Static Roling
Speed / Width Diameter | Loaded Radlus Clre. Recomm.
Sire Alternate 5ire . Pattern . Tyoe Ply Rating fmm)* (mm)* | {mm)y (mm)* Rim Width
320/85R24 12 4R24 Traxion85 = TL | 122A8/B | 335 1145 540 3430 wi
340/85R24 B6R24 Traxion85 | TL | 125A8/B | 360 190 550 3535 w2
380/B5R24 149R24 | Traxion85 = TL | I131AB/B | 400 1240 | 580 3710 W3
340/B5R28 13.6R28 Traxion85 | TL | 127A8/B | 360 1290 610 3870 w12
380/B5R2B | 149R28 | Traxion85 | TL | 133A8/B | 400 345 630 3985 W3
420/85R28 69R2E | Traxion8 | TL | 139A8/B | 455 45 | 660 4215 DWISL
420/85R30 169R30 | Traxion85 | TL | 14DAB/B | 455 | 1470 | 685 | 4435 DWISL
420/85R54 169R34 | Traxion85 | TL | 42A8/B | 455 0 | 7 4700 DWISL
460,B5R34 1B 4R34 Traxion85 | TL | 147A8/8 | 490 1640 765 4915 DWIEL
460/B5R3B 184R38 | Traxion85 | TL | M9A8/B | 490 70 | &5 | 5205 | DwieL
520/85R38 J0BR38 | Traxion85 | TL | 155A8B | 555 B30 | 850 | 5465 DWIBL
520/85R42 208R42 | Traxion85 = TL | S7AS/B | 555 1930 905 | 5785 | DWBL
480/BORAE ** 184R46 | Traxion85 = TL | 158A8/B | 500 1850 900 5885 DWISL
480/80RS0** | 184RSO | Traxion85 @ TL | 153 A8/B J 490 | 2055 | 955 6220 | DWIBL
EROE *Physical mansuramanks of prockict may ba within +/- 2% of what it sinted hara ** Noter plansa chads with your kool Yredantsin stockist for availability of this size

AGRICULTURAL TOOLBOX: VREDESTEINTYRES.COM.AU




CUSTOMER TESTIMONIAL

Vredestein tyres go the
distance both on-road
and in the paddock

Vredestein Tyres continue to prove their worth to our
Agricultural customers and contractors, with a recent
testimonial from a Tasmanian customer showing how his
tyres are going the extra mile for him in both on-road and
in-the-paddock applications.

Qur customer, Tasmin Bourne, who is a farmer and
Agricultural contractor in Tasmania, recently fitted 2 x
420/70R28 Traxion+ and 2 x 460/85R38 Traxion 85 to his
Challenger Techstar Vario — and says he just can't believe the
advantages they're giving him.

The tractor spends most of its time in hay and silage
production and spreading and spraying in crop applications.
However, because a lot of the work is contract-based,
there's also plenty of road travel done in-between jobs - so
Tasmin needs tyres that are durable and effective in both
environments, which is an advantage that Vredestein is
delivering!

Tasmin says that the tyres are “very smooth on the road,
and offer a lot more grip than the previous pair”. He also
says they “clean very well” and “do a lot less damage in
the paddock” than tyres he has previously used.

Interestingly, in the hilly North-west Tasmanian countryside,
Tasmin notices that the tyres “operate very well on hills,
and have very little sideways slippage”.

Having done 1600 hours already, he is very impressed with
the current wear rate — and is expecting to get a lot more
wear yet.

We thank Tasmin for sharing his story with us and wish him
continued success with his Vredestein tyres.
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TRAXION XXL

Engineered in the Netherlands, the Vredestein Traxion XXL is revolutionary
in ensuring exceptional operator comfort. It incorporates the unique
Vredestein non-parallel, overlapping tread lug design which ensures

consistent ground contact for minimal vibration and maximum ride comfort.

MNon-parallel tread lugs ensure
optimal self-cleaning 3b|||t'_'.\'.

Advanced tread design ensures
excellent tractlon and unbeatable ride comfort.

Wide contact surface area ensures reduced soll
compactlon and minimal damage to sensitive Crop areas.

Load & Section Overall Statlc Rolfing
Speed / Width DNameter Loaded Radlus Clrc. Recomm.
Sire | Pattem Tvp= Ply Rating ) tmm)* (mm)* (mm)* Rim Width
600/65R28 Tranion XXL TL 154 [ | 595 1490 670 4405 DwWaL
800/65R32 Traxdon }XL TL 178 AB/B 815 1840 845 5490 DWZ7B
600,/70R34 Traxion XXL TL 160D | 610 1700 im 5060 DwWaEL
B00,/7OR3E Traxion }XL TL 78D 825 2065 940 68160 DW25B

E&DE "Prysical measursments of product may be within +/- 2% of what i3 stated hers
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FLOTATION TRAC

The perfect tyre for both arable and pasture land and for intensive
transport activities. Its innovative tread profile and strong, flexible
carcass have been designed to deliver top performance and prevent
damage to soil structure - whilst maintaining the ability to carry out
transport activities at relatively high speeds.

Wide and flat tread contour with rounded shoulders presarves
the soll structure and minimises rutting and crop damage.

Strong sidewall and robust bead construction ensures optimal
durablility and protectlon agalnst punctures, cuts and abraslons.

Stable central tread section with open shoulder desian ensures
excellent operator comfort, optimal self-cleaning propertles
and enhanced tractlon characterlstics.

Load & Section Owerall Statkc Roling
Speed )/ Width Diametar Loaded Radlus Cire. Recomm
Sire | Pattem Tvpe Ply Rating (mm)y* {mm)* mm)* (mm)* Rim Width
520/50R7 !Flﬂtilﬂnn Trac| TL 47D 505 | 965 445 2970 16.00

ESDE *Physical memuramants of product may b within +/~ 29 of what is stated hars
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FLOTATION PRO

Engineered in the Netherlands, the advanced radial Flotation Pro supports
the needs of contractors and farmers alike. Its sturdy radial construction
ensures maximum performance in the most difficult field conditions.

Sturdy carcass construction ensures excellent flotatlon
properties, and makes the tyre Ideal for hlgh-speed transport.

 Even surface area pressure distribution ensures minimal soll
compaction and limits rutting In sensitive crop areas.

Unique tread design ensures excellent
self-cleaning propertles.

Load & Section Ovarall | Static Roling

ax | e (e | il | i | ohmge |t | (G0 | e
560/60RZ2S | FlotationPro | TL | 161D | 565 1260 | 560 3850 | AG 16.00
650/50R225 | FletationPro | TL | 163D 645 Eb |  wen smee | AG 20,00
560/45R225 | FlotationPro | TL | 146D 545 1085 | 490 3295 | AG 16.00
620/50R22.5 | Fletation Pro | TL 161D 610 mes | 540 3640 | AG 20.00
710/40R225 | FlotationPro | TL | 155D 705 ™o | 520 B20 | AG 24.00
_BOO/45R265 | FlotationPro | TL | 14D | 800 | 1370 625 4200 | AG2800

E&DE *Phyrical messursments of product may be within +~ 2% of what iz stated hars
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FLOTATION+

When you want a bumper crop, the last thing you need is compacted soil to
spoil it. The excellent flotation properties of Vredestein Flotation+ ensures
limited soil compaction to allow excellent seed germination.

Wide tread design with a large ground contact
surface area ensures excellent flotatlon
propertles and minlmal soll compaction.

Unigue tread design ensures excellent
self-cleaning propertles.

Excellent height/width ratio
ensures optimal stabliity.

mf | w Dm uaigql;'tn Rg'mﬂ R comm.
Sire Pattem Type Ay Rating {mm)* {mmy (mm}* (mmj}* Rim Width
340/55-16 Flotation+ TL - Tﬁ AR | 345 780 365 2360 n
-SOG,.."EQ—'ITI;. Flotati.a n+ 'I'L 14;3 ﬁ.u.ﬁ | 500 950. .43.0 2890 'Ié.{)f.‘l
400/70-20 | Flotation+ TL 150 Al | 420 1060 485 3215 14
460/65-20 Flatation+ TL 155 A8 | 460 noo 485 3300 14
500/55-20 Flotation+ TL 150 AR | 515 1060 475 Jed 1600
Nof45-225 Flotation+ TL nAs | 730 1240 550 3700 Az 24.00

E&CE. *Physical messurements of product may ba within +/~ 2% of what is steted hera
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LUG RING

The Vredestein Lug Ring is a premium front
tractor rib tyre ideal for compact utility
tractors and small scale market gardens.

Robust shoulder bars provide excellent
protection against punctures.

Advanced construction ensures optimal
durabllity for a prolonged life span.

Large tread surface area ensures minimal
rutting, and even tread wear for longer tyre life.

Load & Sectfon | Oweral | Static
Speed/ | Width Diameter  Loaded Radius Recomm.
Sire | Paitern Type | Piy Rating (mm)* (mm)* (mm)* Rim Width
750-18 Lug Ring T 8 | a5 | ea0 415 | 550F

EZ0E. "Physical measuraments of product may ba within +/- 2K of what is sisted hers
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MULTI RILL

Ideal for market gardeners, and small-scale hobby farmers, the technology
and design effort put into the Vredestein Multi Rill is as much as any large
radial tractor tyre. Built to perfection, the Multi Rill boasts exceptional
stability and durability in the roughest ground furrows.

Wide, longitudinal grooves ensure
excellent stralght-line stablilty.

Strong nylon carcass ensures excellent performance
under heavy loads (e.g. using a front loader).

Straight tread ribs shaped for excellent self-cleaning
ahlllty and optimal steering performance.

Load & | Section | Owerall Static |
Saeed S Wid'th Diame ter Loaded Radlus Recomm.
Skre Pattern | Type By Rating {mm)* (mnmy)* (mm)* Rim Width
750-20 | Puilti Rill I HEE 8 | 215 935 445 | szoF

E&EQE *Phyrical measursments of product may be within 4/~ 2% of what is stated hore
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AW IMPLEMENT

Built for smaller implement applications, the Vredestein AW
Implement tyre is the ideal solution for tilling equipment, small
balers, manure spreaders and small transport equipment.

Strong, flexible nylon carcass construction
ensures hlgh load capaclty.

Large soil contact surface area reduces damage
to soll structure, and ensures minimal rutting.

Advanced tread desian ensures eXcellent
stabllity and prolonged tread life.

Load & Section Owerall Statkc Rolling
Speed S Width Diameter Loaded Radlus Cire. Recomm.
Sire Pattern Type Ply Rating (mm)y (mm)* fmm)* {mm)* Rim Wiath
10.0/80-12 [ AW TL N6 AB 265 | 725 330 2185 700
125/80-15.3 AW TL 14248 320 B85 405 2660 9,00
15.0/55-17 [ AW TL 134 A8 3|5 865 390 2580 13.00
15.0/70-18 AW TL 151 AR 305 1000 460 3030 13

EBOE "Phy=ical massunsments of product may be within +/- 2% of what iz stated hara
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A special carcass construction ensures that the Vredestein V64+
is extremely durable and stands up very well to penetration by
thorns or stones. Its special tread and rounded shoulders ensure
limited damage to turf areas and offer superb stability.

Durable, extra thick tread design ensures
reduced rutting and lengthens tyre life.
Qutstanding tyre heiaht/width ratio ensures
maxlimum stabllity on and off the road.

Rounded shoulders prevent damage to
turf and sensitive crops.

Load & Section Ovarall
Spead / Width Diameter Recomm.
Slze Pattem Type Hy Rating fmm)* (mmy Rim Width
170,/60-8 (16x6.50-8) Vied+ T 65 A8 170 410 550 A
210/60-8 (18x8.50-8) WES+ 1T 83 AB 215 | 455 7.00 |

ESOE *Prysical massurements of product may ba within 4/~ 25 of what iz statad hae
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LOAD INDEX CONVERSION TABLE

kg kg

S00 2575

925 2 650

Q50 / 2725

975 2 800
1 000 2800
1030 3 000
1 060 3075
1090 : 31350
1120 4L 3250
1150 1 3 350
1 1B0 . 3 450
1215 3 550
1230 3650
1285 3750
1320 3875
1360 1 4 000
1400 4125
1450 4 250
1500 ] 4 375
1 550 4 500
1600 4625
1650 4 750
1700 4 B75
1 750 5 D00
1800 5150
1 850 5300
1500 5450
1950 5 600
2000 5 BO0
2060 6 000
2120 6 150
2 1E0 6 300
2240 6 500
2300 6700
2360 6900
2430 7100
2500 7300
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OTHER CONVERSION
TABLES

Speed symbol conversion table

Speed symbol
Speed (km/h)

Pressure units conversion table

10.0 105
1000 1050
145 152

Units conversion table

T T T

1 milimetre (mm) = 0.03837" 1 pound (b) = 0.4536 kg 1 p.s.i. (Ib/in?) = 62895 kPa
1inch (% =254 mm=0.0254 m 1 kilogram (kg = 2.205 Ib 1 kgscm? = 98.066 kPa

1metre (m)=3.281 ft 1 bar= 100 kPa

1 kilometre (km) = 0.6214 mile 1 litre (}=0.21 gall
1 mile= 1603 m= 1.605 km 1 imperial gallon jmp.gali= 4.55 |
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How to read an

AGRICULTURAL TYRE SIZE

Confused about how to read an
agricultural tyre size? Here are
six common size designations
and a breakdown of how to
read and understand each one.

650/65R 38157 A8 /B TL

650 = Mominal sectlon width ¢In rom)
65 Aspeact ratlo In %
R Radlal construction
38 Rim diameter code (In Inches)
15T AB/B = Maximum 4125 kg at 40-50 km/h
= Tubeless

Section width
Section height

Rim diameter
Static loaded radius
Overall diameter
Rim bead height
Rim width

Offset

I 0 Mmoo o>

AN
I
d Ve

— IANS

16.9-30 8 PR137 AB TT

MNominal section width {In Inchas)
Dlagonal constructlion

Rim diameter code ¢in Inchas)
Carcass strength

Maximum 2200 kg at 40 km/h
Tube type

10.00-16 8PRTT

Mominal section width {In Inches)
Cross-ply construction

Rim diameter code ¢In Inches)
Carcass strength

Tube type

FH

710/50 R 26.5 170D TL

Nominal section width {In mm}
Aspect ratio In %

Radlal construction

Rim diameter code (In Inchas)
Maximum 6200 kg at 65 km/h
Tubeless

13.5/75-430.914PR T

Mominal section width {in Inches)
Aspect ratlo In %

Cross-ply construction

Rim diameter code ¢In mm)
Carcass strength

Tubeless

1Bx850-86PRTL

Nominal tyre diameter (in Inches)
Nominal section width {In Inches)
Cross-ply construction

Rim diameter code (In Inchas)
Carcass strength

Tubeless
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Recommendations to
EXTEND TYRE LIFE SPAN

Hera are a series of recommendations to ensure you can maximise the life you achieve out of your tyras.
If further or more detailed information is needed, please ask your local Viredestein tyre dealer.

Tyre pressure:

Correct inflation pressure is important for performance, durability, comfort and traction. It is of crucial importance for

the life expectancy of your tyres that you adjust the tyre pressure according to usage and check it regularly. To ensure
accurate measurement, the pressure gauge must be calibrated once a year. Measurement of tyre inflation pressure must be
done when the tyres are cold. If the pressure in 2 warm tyre is correct, then it would be too low when the tyre has cooled.

Inflatlon pressure too low:

Under-infiation can reduce the life-span due to:

* Damaged carcass cord plies, which can render the tyre unusable;
* Increased wear;

# Carcass damage close to the bead.

Road use and operation In the Fleld:

These two kinds of use require different tyre inflation pressures. Radial and cross-ply tyres must not be used on the same
axle, as this can lead to unstable handling.

Visual checks:

Tyras must be checked regularly for damage. Incision damage can be particularly harmful to the cord tissua
layers of the tread.

Cll and grease:
To avoid damage to the rubber, tyres should not come into contact with oil and grease at any time.

Frost protection when ballasting:

To protect against frost when water ballasting, sufficient calcium chloride should be added. Contact your local Vredestain
tyre dealer for exact measurements.

Slippage of the tyre:

The following can increase the likelihood of slippage of the tyre on the rim:

* Tyre prassure too low;

* Faulty fitting of the tyre bead on the rim; Forkllft transport Instructions:
® Chvar use of lubricant when fitting tyre;

= Wrong rim size. YES NO

Tha minimum tyre pressure for high-traction work (e.g. ploughing) is 80 kPa
when using an inner tube. A lower pressura increases the chances of the tyre
turning on the rim and tearing off the valve.

Direction of steering wheels on
four wheel drive tractors:

When fitting or changing tyres, ensure that the directional arrow on
the sidewall is pointing forward.

On four wheel drive tractors that are primarily used for transport
activities, it is possible to fit the front tyres in such a way that the
tread turns against the direction of rotation.

This will extend the life-span of the tyres. Such fitting is not

recommended for field activities as it radically reduces the traction
and selfcleaning properties.
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WHY NOT VISIT OUR

The Ausialan i bedatT

The Vredestein website contains all the information you need about our extensive
range of agricultural tyres, along with videos, testimonials, useful guides and
finks to up-to-date weather and agronomist reports.

The site also contains useful downloads of all Vredestein Load Capacity Data Sheets.
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